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1
SYSTEM AND METHOD FOR OPTIMIZING
ELECTROCARDIOGRAPHY STUDY
PERFORMANCE

BACKGROUND

1. Technical Field

Embodiments of the invention relate generally to elec-
tronic signal monitoring and more specifically to systems and
methods for optimizing electrocardiography study perfor-
mance.

2. Discussion of Art

Electrocardiography (ECG) studies record the electrical
activity and pathways of a heart to identify, measure and
diagnose arrhythmias. In particular, such studies measure
electrical changes caused by the depolarization of the heart
muscle during each heartbeat. To accomplish this, ECGs uti-
lize electrodes that are combined into combinations, the out-
put of which are referred to as a lead.

ECG leads are used in electrophysiology (EP) studies,
which assess electrical activity through the use of catheters
placed in the heart through veins or arteries. More specifi-
cally, surface ECG leads attached to the patient are used as the
reference for the intra cardiac signals from the catheters. That
is, they provide a voltage reference to the patient for measure-
ment by other leads.

In this context, ECG leads may encounter noise from a
variety of sources such as wireless electrical devices. More-
over, EP studies are typically combined with ablation therapy
in which a catheter employs radiofrequency energy, for
example, to treat arrhythmias. Various medical devices may
also attached to a patient during an EP study potentially
creating noise. In addition, ECG leads have to measure rela-
tively small electrical signals from the patient, less than 20 uV
in some instances. As will be appreciated, given the above
considerations, achieving acceptable study recordings may
be challenging.

To reduce noise, ECG systems often utilize a circuit design
topology derived from a circuit commonly referred to as
“driven right leg” or “right leg drive.” Right leg drive (RLD)
circuitry is used to eliminate common mode interference
noise and to ensure that recording system ground tracks with
the patient. In general, RLD circuits introduce a signal into
right leg of a patient to cancel common mode noise from the
electrodes. There are currently several RLD circuit topolo-
gies that are configured and/or tuned for specific study con-
ditions. As will be appreciated, however, a particular RLD
circuit may offer suboptimal performance when it is used in
an application that differs from the specific study conditions
for which the circuit was originally configured/tuned, or
when study conditions change.

It is desirable to provide an ECG system with user select-
able and/or modifiable circuit topologies to optimize system
performance in a wide variety of study conditions.

BRIEF DESCRIPTION

In an embodiment, a method for optimizing electronic
signal monitoring study performance is provided. The
method includes assessing study criteria to determine an
appropriate noise reduction circuit and selecting an appropri-
ate noise reduction circuit from a plurality of noise reduction
circuits in an electronic signal monitoring system. The study
is then conducted using the selected noise reduction circuit.

In an embodiment, a method for optimizing electrocardio-
graphy study performance is provided. The method includes
assessing study criteria to determine an appropriate right leg
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drive circuit and then selecting an appropriate right leg drive
circuit from a plurality of right leg drive operatively con-
nected to an electrocardiography amplifier. The study is then
conducted using the selected right leg drive circuit.

In an embodiment, system for optimizing electrocardio-
graphy study performance is provided. The system includes
an amplifier, a controller operatively connected to the ampli-
fier, and a plurality of noise reduction circuits operatively
connected to the controller and amplifier. The controller may
be used to select or modify one of the noise reduction circuits
given study criteria.

DRAWINGS

The present invention will be better understood from read-
ing the following description of non-limiting embodiments,
with reference to the attached drawings, wherein below:

FIG.1is a schematic illustration of a system for optimizing
electrocardiography study performance in accordance with
an embodiment of the present invention.

FIG. 2 is a screen capture of a graphical user interface in
accordance with an embodiment of the present invention.

FIG. 3 is a screen capture of a graphical user interface in
accordance with another embodiment of the present inven-
tion.

FIG. 4 is a screen capture of a graphical user interface in
accordance with another embodiment of the present inven-
tion.

FIG. 5 is a diagram of an exemplary passive right leg drive
circuit for use with an embodiment of the present invention.

FIG. 6 is a diagram of an exemplary active right leg drive
circuit for use with an embodiment of the present invention.

FIG. 7 is a diagram of an exemplary active right leg drive
circuit with operator selectable response characteristics for
use with an embodiment of the present invention.

FIG. 8 is a flowchart illustrating a method for optimizing
electrocardiography study performance in accordance with
an embodiment of the present invention.

DETAILED DESCRIPTION

Reference will be made below in detail to exemplary
embodiments of the invention, examples of which are illus-
trated in the accompanying drawings. Wherever possible, the
same reference characters used throughout the drawings refer
to the same or like parts. Although embodiments of the
present invention are described as intended for use with elec-
trocardiograph systems, it will be appreciated that embodi-
ments may be adapted for use with other electronic signal
monitoring systems that utilize circuit topologies to reduce
noise, wander, and/or otherwise increase performance. These
may include, but are not limited to, electro encephalogram,
electromyogram, electroneurogram, and electromyogram
systems.

Moreover, embodiments of the system can be used with
various ECG signal acquisition applications such as ECG
monitoring in an EP study, stress test ECG, resting ECG,
exercise ECG, patient monitoring, defibrillators, etc., involv-
ing sensitive electrical signal recording and processing.
Sources of noise may include, but are not limited to, the use of
ablation equipment, the attachment of multiple medical
devices to a subject, ungrounded electrical extension cords,
electrical sockets, high-energy consumption equipment, and
the like. Embodiments of the inventive system are intended
for use in testing subjects, which, as will be appreciated, may
be animals or humans.
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Referring now to FIG. 1, an embodiment of the system is
depicted. As shown, the system 10 includes an electronic
signal monitoring system, which in the depicted embodiment
is an ECG amplifier 20, which is operatively attached to a
subject 30 through an ECG cable 40. As shown, the ECG
cable 40 is attached to the subject’s right leg for use with
various RLD circuits. The amplifier 20 includes a controller
50 and a switching circuit 60. The switching circuit 60 is
operatively connected to multiple noise reduction circuits,
which, in the depicted embodiment, are RLD circuits 70, 80
and 90. While the illustrated embodiment includes three cir-
cuits, other embodiments may include more than three cir-
cuits, other embodiments may include two circuits, and yet
other embodiments may include a single modifiable circuit.

In an embodiment, the controller 50 includes a processor
52 that executes a program of instructions to select an appro-
priate noise reduction circuit. The controller 50 may also
include, or otherwise be connected to, memory storage 54,
such as a solid-state drive. The memory storage 54 contains
the program of instructions used to execute embodiments of
the inventive method and system. In certain embodiments, the
controller 50 may be external to the amplifier 20 and coupled
to the amplifier via a link, e.g., cable or wireless connection.
In certain embodiments, the controller may be user program-
mable.

The controller 50 is operatively connected to a switching
circuit 60 such that the controller 50 can control the switching
circuit to select one of the connected noise reduction circuits
70, 80, 90. In embodiments, the switching circuit may be a
low impedance solid-state switch, or photomos relay, or elec-
tro-mechanical relay, or other switching circuit. In other
embodiments, other switching circuits may be utilized.

The system 10 further includes a user interface operatively
connected to the amplifier 20 via line 100. As will be appre-
ciated, the user interface 110 allows a user to select or modify
a specific noise reduction circuit 70, 80, 90 such that an
optimal or “appropriate” circuit may be used for specific
subject study criteria or test circumstances. “Study criteria”
as used herein refers generally to potential sources of noise or
baseline wander including, but not limited to, the use of
ablation equipment, the attachment of multiple medical
devices to a subject, ungrounded electrical extension cords,
electrical sockets, high-energy consumption equipment, and
the like. Study criteria also include the type of study, e.g.,
ECG or other type of electronic signal monitoring systems, as
well as desired levels of signal definition. As used herein,
“appropriate” noise reduction circuits are those that will
achieve optimal performance, e.g., signal measurement,
given the study criteria that are on hand at the time the study
is to be completed.

Referring back to the system 10, in certain embodiments,
the interface 110 may be a Graphical User Interface, such as
a computer monitor and keyboard, touch screen, or other
human computer interface. In embodiments where the con-
troller 50 is separate from amplifier 20, the interface 110 may
be directly connected to the controller 50.

Referring now to FIGS. 2-4, screen captures from an exem-
plary interface 110 are depicted. In particular, in the embodi-
ment shown in FIG. 2, a user is presented with three noise
reduction circuit options. These include active RLD 122,
passive RLD 124 and no RLD 126. As used herein, “active”
circuits are those that contain transistors such as power sup-
plies, amplifiers or converters. “Passive” circuits refer to cir-
cuits containing only passive components such as resistors,
capacitors and inductors.

In the embodiment of FIG. 2, a user can select from
between active, passive and no RLD circuits. Accordingly, a
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user can select a specific circuit, i.e., a reference strategy,
most appropriate for a specific subject’s study criteria. In this
embodiment, a user may opt for no RLD circuit, if for
example, another reference can be employed, or an active or
passive RLD circuit where appropriate. As will be appreci-
ated, the determination of what circuit is most appropriate
will typically be based on the study criteria mentioned above.
A user may also select a circuit that provides greater signal
definition at the expense of noise depending on study condi-
tions.

As shown in FIG. 3, embodiments of the invention may
include a guidance option where a user is provided with
prompts to guide the user’s selection of a reference. As
depicted, the interface 110 may provide an alert 140 based
upon the subject study criteria which may entered by the user
into the controller 50 via the interface 110 at the beginning of
a study. For example, in an embodiment, a user may be
provided with an alert when certain noise functions are
detected, such as when baseline wander exceeds a certain
preset or user defined threshold.

Embodiments may also provide guidance when an inap-
propriate selection is made. For example, if a user selects No
Right Leg Drive when there is no other equipment attached to
the subject, the user may receive an alert to this effect. A user
may also be presented with a questionnaire or separate input
screen through interface 140 into which relevant information
regarding the study may be entered. In certain embodiments,
the controller may also provide study performance feedback,
after a study has been run, to the user via the user interface
110. In this fashion, the user can then modify or change the
initial circuit selection.

In embodiments, there may be multiple passive circuits
that are each tuned differently. Here, a user may choose a
passive circuit based on frequency response curve. Similarly,
in other embodiments, a user may choose from three or more
active right leg drive circuits, each having a different tuned
performance.

In some embodiments, a user may be initially presented
with the three-circuit choice of FIG. 2, or similar selection,
via interface 110. Once an initial selection has been entered,
such as Active Right Leg Drive, the user may then be pre-
sented with a second set of choices in which the user can
select a specifically tuned Active RLD Circuit or refine the
selected Active RLD circuit.

Referring now to FIG. 4, a modifiable or tunable circuit
may be employed. That is, the user can select a specific circuit
such as, Active Right Leg Drive 122. Once the selection is
made, the user may then be presented with an input screen 160
into which they can tune the circuit by selecting or entering,
for example, a specific frequency of the cut-off for the circuit.
As will be appreciated, in embodiments, circuits may be
tuned and then re-tuned in real time based upon initial study
results. The ability to tune the Active RLD circuit response
allows users to control and potentially minimize interactions
between multiple devices attached to a single subject.

FIGS. 5-7 provide non-limiting examples of noise reduc-
tion circuits that may be employed in embodiments of the
invention. In particular, FIG. 5 is a diagram of a passive RLD
circuit 170. FIG. 6 is a diagram of an active RLD circuit 180.
Finally, FIG. 7 is an example of an active RLD 190 with
operator selectable response characteristics. It should be
appreciated, however, that other RLD circuits and potentially
non-RLD noise reduction circuits, may be used in embodi-
ments of the invention.

Referring now to FIG. 8, a method for optimizing elec-
tronic signal monitoring study performance according to an
embodiment of the invention is shown. In the method, at step
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200, study criteria are initially assessed to determine an
appropriate noise reduction circuit. An appropriate circuit is
then selected at step 210 from among a plurality of circuits in
an electronic monitoring system, such as an ECG amplifier.
Atthis point, the user may receive guidance from the control-
ler via the user interface regarding the appropriateness of the
initial selection. For example, if the user selected No Right
Leg Drive and no other attached device was present, the user
may be notified to select again. Alternatively, the user may
receive performance data at step 220, assuming that at least
one study has been conducted with the selected circuit (step
260).

If guidance or performance data is received the user then
determines whether the original circuit selection needs to
change (step 230). If not, the user continues with the original
selection (step 240) and the study is conducted (step 260). If
the original selection needs to change, then the user can select
another circuit, e.g., a passive right leg drive, or the user may
modify the original selection, e.g., change the response char-
acteristics of a selected right leg drive circuit (step 250), and
then conduct the study (step 260).

It is anticipated that in certain embodiments the user can
change circuit selections during a study. That is, in multi-
equipment procedures, the user can quickly disable the ref-
erence circuit as needed by selecting No Right Leg Drive. The
user can also adjust selected reference circuits where appro-
priate. In this way, amplifier performance is not potentially
compromised by being limited to a single reference circuit.

In an embodiment, a method for optimizing electronic
signal monitoring study performance includes assessing
study criteria to determine an appropriate noise reduction
circuit, selecting an appropriate noise reduction circuit from a
plurality of noise reduction circuits in an electronic signal
monitoring system, and conducting the study using the
selected noise reduction circuit. The selected noise reduction
circuit may then be modified to increase its performance. The
method may further include receiving information regarding
the choice or performance of the selected noise reduction
circuit and, in response, selecting a new noise reduction cir-
cuit, or modifying the noise reduction circuit originally
selected, based on the received information, and then con-
ducting the study with the new or modified noise reduction
circuit.

In embodiments, the electronic signal monitoring study is
an electocardiography study and the electronic signal moni-
toring system is an electrocardiography amplifier. The noise
reduction circuits are right leg drive circuits and can include
at least one active right leg drive circuit and/or at least one
passive right leg drive circuit.

In an embodiment, a method for optimizing electrocardio-
graphy study performance include assessing study criteria to
determine an appropriate right leg drive circuit, selecting an
appropriate right leg drive circuit from a plurality of right leg
drive operatively connected to electrocardiography amplifier,
and conducting the electrocardiography study using the
selected right leg drive circuit. The method also includes
modifying the selected right leg drive circuit to increase its
performance prior to conducting the electrocardiography
study. The method further includes receiving information
regarding the choice or performance of the selected right leg
drive circuit and selecting a new right leg drive circuit, or
modifying the right leg drive circuit originally selected, based
on the received information, and then conducting the study
with the new or modified right leg drive circuit.

In an embodiment, a system for optimizing electrocardio-
graphy study performance includes an amplifier, a controller
operatively connected to the amplifier, a plurality of noise
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reduction circuits operatively connected to the controller and
amplifier. The controller may be used to select or modify one
of the noise reduction circuits given study criteria. The plu-
rality of noise reduction circuits are operatively connected to
the controller via a switching circuit. The system also
includes a user interface operatively connected to the control-
ler. The controller includes a processor and memory storage
containing a program of instructions allowing a user of the
system to select a noise reduction circuit that is appropriate
given study criteria.

In embodiments, the noise reduction circuits are right leg
drive circuits and may include at least one active right leg
drive circuit. The controller provides study performance data
to auser via the user interface so that a user can assess whether
a new noise reduction circuit should selected or whether the
selected circuit should be modified.

Itis to be understood that the above description is intended
to be illustrative, and not restrictive. For example, the above-
described embodiments (and/or aspects thereof) may be used
in combination with each other. In addition, many modifica-
tions may be made to adapt a particular situation or material
to the teachings of the invention without departing from its
scope. While the dimensions and types of materials described
herein are intended to define the parameters of the invention,
they are by no means limiting and are exemplary embodi-
ments. Many other embodiments will be apparent to those of
skill in the art upon reviewing the above description. The
scope of the invention should, therefore, be determined with
reference to the appended claims, along with the full scope of
equivalents to which such claims are entitled. In the appended
claims, the terms “including” and “in which” are used as the
plain-English equivalents of the respective terms “compris-
ing” and “wherein.” Moreover, in the following claims, terms
such as “first,” “second,” “third,” “upper,” “lower,” “bottom,”
“top,” etc. are used merely as labels, and are not intended to
impose numerical or positional requirements on their objects.
Further, the limitations of the following claims are not written
in means-plus-function format and are not intended to be
interpreted based on 35 U.S.C. §122, sixth paragraph, unless
and until such claim limitations expressly use the phrase
“means for” followed by a statement of function void of
further structure.

This written description uses examples to disclose several
embodiments of the invention, including the best mode, and
also to enable one of ordinary skill in the art to practice the
embodiments of invention, including making and using any
devices or systems and performing any incorporated meth-
ods. The patentable scope of the invention is defined by the
claims, and may include other examples that occur to one of
ordinary skill in the art. Such other examples are intended to
be within the scope of the claims if they have structural
elements that do not differ from the literal language of the
claims, or if they include equivalent structural elements with
insubstantial differences from the literal languages of the
claims.

As used herein, an element or step recited in the singular
and proceeded with the word “a” or “an” should be under-
stood as not excluding plural of said elements or steps, unless
such exclusion is explicitly stated. Furthermore, references to
“one embodiment” of the present invention are not intended
to be interpreted as excluding the existence of additional
embodiments that also incorporate the recited features. More-
over, unless explicitly stated to the contrary, embodiments
“comprising,” “including,” or “having” an element or a plu-
rality of elements having a particular property may include
additional such elements not having that property.
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Since certain changes may be made in the above-described
invention, without departing from the spirit and scope of the
invention herein involved, it is intended that all of the subject
matter of the above description or shown in the accompanying
drawings shall be interpreted merely as examples illustrating
the inventive concept herein and shall not be construed as
limiting the invention.

What is claimed is:

1. A method for optimizing performance of an electronic
signal monitoring study comprising:

assessing study criteria to determine an appropriate noise

reduction circuit;
selecting via a computer-implemented user interface an
appropriate noise reduction circuit from a plurality of
noise reduction circuits in an electronic signal monitor-
ing system, wherein at least one of the plurality of noise
reduction circuits is a right leg drive circuit;

connecting ECG cables from the electronic signal moni-
toring system to a patient;

and

obtaining a noise reduced ECG trace through operation of

the electronic signal monitoring system using the noise
reduction circuit.

2. A method for optimizing performance of an electronic
signal monitoring study comprising:

assessing study criteria to determine a right leg drive cir-

cuit;

selecting via a computer-interface an appropriate right leg

drive circuit from a plurality of right leg drive circuits
operatively connected to an electrocardiography ampli-
fier;

connecting ECG cables from the electrocardiography

amplifier to a patient; and obtaining a noise reduced
ECG trace through operation of the electrocardiography
amplifier using the selected right leg drive circuit.

3. The method of claim 2 further comprising:

modifying the selected right leg drive circuit to increase its

performance.

4. The method of claim 2 further comprising:

receiving information regarding the choice or performance

of the selected right leg drive circuit.
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5. The method of claim 4 further comprising:

selecting a new right leg drive circuit, or modifying the
right leg drive circuit originally selected, based on the
received information; and

conducting the study with the new or modified right leg
drive circuit.

6. The method of claim 2 wherein the right leg drive circuits

include at least one active right leg drive circuit.

7. The method of claim 2 wherein the right leg drive circuits
include at least one passive right leg drive circuit.

8. A system for optimizing electrocardiography study per-
formance comprising:

an amplifier;

a controller operatively connected to the amplifier;

A plurality of noise reduced circuits operatively connected
to the controller and amplifier, wherein at least one of the
plurality of noise reduction circuits is a right leg drive
circuit; and

ECG cables operatively connected to the amplifier for con-
nection to a patient;

wherein the controller may be used to select or modify one
of the noise reduction circuits given study criteria.

9. The system of claim 8 wherein the plurality of noise
reduction circuits are operatively connected to the controller
via a switching circuit.

10. The system of claim 8, further comprising a user inter-
face operatively connected to the controller.

11. The system of claim 10 wherein the controller provides
study performance data to a user via the user interface so that
a user can assess whether a new noise reduction circuit should
selected or whether the selected circuit should be modified.

12. The system of claim 8 wherein the noise reduction
circuits are right leg drive circuits.

13. The system of claim 12 wherein the right leg drive
circuits include at least one active right leg drive circuit.

14. The system of claim 8 wherein the controller includes
a processor and memory storage containing a program of
instructions allowing a user of the system to select a noise
reduction circuit that is appropriate given study criteria.
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